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255RB-3 339RB-3

255RBL-25 339RBL-25 

High speed, heavy duty, single needle, drop feed, needle 
feed,  alternating presser feet, lockstitch machine.  Large 
bobbin and vertical axis hook, reverse feed, high lift, Centra-

®Lube , safety clutch.

Specifications:
Max stitch: 2½ s.p.i 
      (10mm)
Max speed:
       3000 spm.
Needles: DPx17, 
       135x17, 2167   
Clearance Under 
Foot: 9/16" (14mm)
Needle Bar Stroke:
      1-5/16" (33 mm)   
Work Space: 10-1/4" 
         (258 mm)

DOUBLE NEEDLE MACHINES
WALKING FOOT

Heavy duty, high speed, two needle, drop feed, needle feed, 
alternating presser feet, lockstitch machine.  Large vertical 

®axis hooks & bobbins, Centra-Lube , reverse feed, safety 
clutch.
-Specifications:
Max stitch: 
   4 s.p.i. (6.5 mm)
Max speed: 3000 spm *
Clearance Under Foot: 
    9/16" (14mm)
Needle Bar Stroke: 
   1-5/16" (33 mm)
Needle: DPx17, 
   135x17, 2167
Needle Gauge:
   1/4" (6.4 mm) standard
   1/8" – 1-1/2" available
Work space: 10" (258mm)  

* Speed depends on materials, thread and operation
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®Note: CentraLube , registered semi-automatic lubrication system.

 DOUBLE NEEDLE

LONG ARM / DOUBLE NEEDLELONG ARM / SINGLE NEEDLE

Uses: For heavy weight materials such as 
leather, canvas, synthetics, interior and 
exterior decoration of automobile, upholstery, 
tarpaulins, covers, awnings, tents, umbrellas, 
handbags, luggage...

Long Arm–25". High speed, heavy duty, single needle, 
compound feed, walking foot, lockstitch machine.  Large 
bobbin, vertical axis hook, reverse feed, Centra-Lube®, 
safety clutch.
Specifications:    Max stitch: 2½ spi (10mm)
Max speed: 2500 S.P.M.       Needles: DP x 17, 135 x 17, 2167      
Uses: For heavy weight materials such as leather, canvas, 
thick bead clothes upholstery.

Uses: For heavy weight materials such as leather, canvas, 
synthetics, vinyl, laminated, etc. 
• For stitching as auto, boat and furniture upholstery, tarpaulins, 
covers, sails, tents, camping trailer covers, awnings, umbrellas, bags, 
luggage, handbags, camping equipment, canvas shoes, slippers, 
orthopedic appliances, etc.
• Suitable for double needle seaming, binding, taping and piping 
operations

Like the 339RB-2 but with 25" long arm for
lots of work space.

Large hooks and bobbins, reverse feed 

     Max stitch: 4 s.p.i. (6.5 mm)
     Max Speed - 2400 spm *

-

-

-

SINGLE NEEDLE MACHINES
VERTICAL AXIS HOOK / WALKING FOOT

NEEDLE FEED MACHINESNEEDLE FEED MACHINES

Heavy Duty, Single Needle, Drop 
Feed, Needle Feed
(Compound Feed), Lockstitch 
Machine
With Large Vertical Axis Hook And 
Bobbin, Centra-Lube® system
Reverse Feed, Safety Clutch

High Speed, Two Needle, Drop 
Feed, Needle Feed  (Compound 
Feed), Lockstitch Machine with 
Centra-Lube® system, Large 
Vertical Axis Hooks & Bobbins, 
Reverse Feed, Safety Clutch

Speed, Max. (spm): 3200* 
Clearance Under Foot: 9/16" (14mm)
Needle Bar Stroke: 1-5/16" (33 mm)
Stitch Length, Max:  2½ spi (10mm)
Needle: 135 x 17

333RB-3

Speed, Max. (spm): 2800* 
Clearance Under Foot: 21/64" (8.5mm)
Needle Bar Stroke: 1-5/16" (33 mm)
Stitch Length, Max:  4 s.p.i. (6.5 mm) 
Needle: 135 x 17
Needle Spacing: 1/4" standard
1/16" – 1-1/2" available

DOUBLE NEEDLE

DOUBLE NEEDLESINGLE NEEDLE
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