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Single Needle
Cylinder Arm
Drop Feed
Lockstitch Machine
With
Long beak shuttle

Uses: For hollow and uneven work on light to 
medium duty material.  Leather & vinyl bags, 
sports goods, sandals, brief cases.

  Specifications:
  Max. speed:  1,800 s.p.m.*
  Max. stitch: 5 s.p.i. (5 mm)
  Clearance Under Foot:  9/32" (7 mm)
  Needle: DB x 1,  16 x 231 or 1738

   
TE-6R with reverse & roller presser foot 

Single Needle
Cylinder Arm

Drop Feed
Lockstitch Machine

with Long beak shuttle
Roller presser foot 

Uses: for stitching shoe upper leather and other 
uneven work.  Leather & vinyl bags, sports goods, 
shoes, sandals, purses, brief cases.

  Specifications:
  Max. speed:  1,800 s.p.m.*
  Max. stitch: 5 s.p.i. (5 mm)
  Clearance Under Foot:  9/32" (7 mm)
  Needle: TF X F8, 16 X 2NCR or 34 S
  Cylinder Bed Length: 101/2" (266 mm)
  Cylinder Bed: 17/8" (48mm) dia.

TF-6R with reverse

-

-

Uses: 
For extra heavy-duty sewing such as 
heavy-weight leather, canvas, vinyl. 

For leather harness & traveling bags, 
tents, seats, safety belts... 

EXTRA HEAVY DUTY SPECIALTY MACHINES

SK-2R 

TE-6 

SK-2RL-20 

TF-6

 Speed, Max. (S.P.M.)

 Clearance Under Foot

 Needle Bar Stroke

 Stitch Length, Max.

 Needle

 Stitch Type

1200*
33 / " (13mm)64

2" (50.8 mm)

2 s.p.i. (13 mm)

214 x1, DDx1

301

Specifications:

* Speed depends on materials, thread and operation
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®Note: CentraLube , registered semi-automatic lubrication system.

LONG ARM - 20" workspace

Heavy duty upper and lower feeding mechanism 
ensures even feeding of materials being sewn

Extra Heavy Duty, Single Needle
Lower & Upper Feed, Drop Feed

Alternating Presser Feet (Walking Foot)
Lockstitch Machines 

with Large Rotary Hook and Bobbin & Reverse

CYLINDER BED MACHINES
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RIGHT-HAND 
MACHINE

LEFT-HAND 
MACHINE




