
®

Since 1898

High speed, 
cylindrical bed, 
single needle, 
compound feed, 
Walking Foot machine 
with reverse stitch lever 
for uneven material.

Specifications:
 Max. stitch: 5 mm
 Max. speed: 3,000 s.p.m.
 Needle: DP X 17, 135 X 17 or 2167

Uses: Leather, vinyl, shoe upper, bags, armhole

223R - lower & needle feed, reverse
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High speed, 
single needle, 
compound feed 
& walking foot, 
Centra-Lube® 
semi-automatic lubrication, 
with reverse stitch lever.
Narrow (46 ø) cylinder-bed, 
vertical rotating hook.

Specifications:
  Max. stitch :  5 mm
  Max. speed:  2,400 s.p.m.
  Needle : DP X 17, 135X 17 or 2167

Uses:  Barrel shaped articles such as 
shoes, hats, slippers, bags, sleeve, etc.

277RB with large bobbin

As above but with
Feed Synchronized Binder 

Uses:   Barrel shaped articles, 
tape binding for shoes, bags, 
sandals, slippers, hats, etc.

277RBFS with large bobbin.
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As above but with
Feed Synchronized Binder 

Uses:   Barrel shaped articles, 
tape binding for shoes, bags, 
sandals, slippers, hats, etc.

-
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Two needle, High speed, 
Cylindrical bed, compound feed 
& Walking foot with 

®Centra-Lube  lubrication, 
Reverse feed, Safety clutch, 
Large vertical axis rotary hooks and bobbins.

Uses:  Medium to heavy 
weight fabrics, leather, 
vinyl, upholstery, canvas, 
etc.
For tubular and curved 
work: caps, cushions, 
shoe uppers, boots, tents, 
slippers, handbags, bags, 
sleeves, armholes, auto 
airbags, air filters, etc.
384RB - drop feed, needle 
feed

CYLINDER BED MACHINES

Heavy duty, single needle, 
cylinder arm, darning and 
mending lockstitch machine 
with vertical axis rotary hook, 
cylinder arm, 
safety balance wheel,
no feeding mechanism.

Specifications:
Max. speed: 2800 S.P.M.
Needles: 126 X 3

Uses:   Designed for darning and mending all 
types of medium to heavy weight materials.
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227R-2

207 223R-2

277RFS-1227RFS-1

277R-3

DARNING & MENDING

287RB-2

Uses: For sewing medium to heavy-weight fabrics, 
leather, vinyl, canvas.  Designed for stitching tubular 

Speed, Max. (S.P.M.)*

                 By Hand

                 By Pedal

Needle Bar Stroke

Stitch Length, Max.

Needle                 

2300

11/ " (8.5mm)32

19/ " (15mm)32

51 / "  (33.2mm)16

  @4 s.p.i. (6.2 mm)

DPx17, 135 x 17

Clearance 
Under Foot

Heavy duty, Cylinder arm,
Single needle, Drop feed, 
Needle feed (compound feed)
Walking Foot,
Lockstitch machine

®with Centra-lube  system
Large vertical axis rotary hook
Reverse feed, Safety clutch

387RB-2
DOUBLE NEEDLE

c

* Speed depends on materials, thread and operation
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®Note: CentraLube , registered semi-automatic lubrication system.

and curved work such 
as caps, cushions, 
boots, shoes, 
upholstery, awnings, 
bags,  slippers, etc.

Tape Binding - Model   
                      287RBFS

-

Speed, Max. (S.P.M.)*

Clearance Under Foot

Needle Bar Stroke

Stitch Length, Max.

Stitch Type

Needle

                  

Standard Needle Spacings: 
                   1/8", 1/4", 3/8", 1/2"

2500*

11/ " (8.5mm)32

51 / "  (33.2mm)16

  @4 s.p.i. (6.2 mm)

301

DPx17, 135 x 17

High speed, cylindrical bed, 
single needle, lower & needle 
feed, with reverse stitch lever 

 Max. stitch:  4.5 mm
 Max. speed:   3,000 s.p.m.
 Needle . DP x 17, 135 x 17 or 2167
   
Uses: for medium weight uneven 
material.  Suits, bags, etc.

NEEDLE FEED
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