
High Speed, Post Type, 
Single Needle, 
Compound Feed, 
Walking Foot, 

®Centra-Lube ,  
with
Large Hook & Bobbin 
Reverse stitch lever 

Max. stitch: 4.2spi (6 mm)
Max. speed: 2,400 s.p.m.
Needle: DPx17, 135x17 or 2167

Uses: For uneven articles such as shoes, leather, 
sporting goods, etc.

-

-

-

Heavy Duty, High Speed, 
Post Type, Two Needle, 
Angular Stitch, Compound 
Feed, Walking Foot, 
Lockstitch Machine
withReverse Stitch, Large 
Vertical Axis Hooks and 
Bobbins, Disengageable Right 
 & Left Needle Bars,

®, Centra-Lube Safety clutch  

Uses: Medium to medium-heavy weight 
fabrics, leather, vinyl synthetics and 
various coated materials. 
For decorative or angular stitching such 
as collars, pockets, shoe uppers, auto & 
regular upholsery, etc.

POSTBED MACHINES

High speed, post type, 
two needle, drop feed, 
needle feed, 
alternating presser feet, 
lockstitch machine.
with large vertical axis 
hooks and bobbins, 

®Centra-Lube , 
safety clutch.

Max stitch: 4.2 spi (6 mm)
Max speed: 2400 S.P.M.
Needles: DPx17, 135x17
   

Uses: For leather, canvas, 
vinyl, upholstery, sporting goods, auto upholstery.

-

-

--

Uses: Lower and driven presser 
wheel feeding plus needle feed 
provide powerful transport for 
slippery or difficult to feed 
materials.

For stitching hollow, tubular and 
curved articles and climbing over 
thick sections while assuring 
constant stitch length.

Twin Needle

Single Needle701
702

228R-11

369RB-2
389RB-2

289RB-2

701LP- LEFT POST 

High Speed, Post Bed 
Lockstitch Machines
Drop Feed, Needle Feed
Positively Driven Roller Presser
With
Vertical Axis Rotary Hooks
Intermittent Wheel Feed
Intermittent Positively Driven Roller Presser
Simplified Semi-Automatic Lubrication
Anti-Friction Ball And Roller Bearings
Built-In Bobbin Winder
Speed, Max: 3500spm*

Clearance Under Foot: 9/32" (7mm)

Stitch, Max. (s.p.i.): 701:  5 (5 mm)   
702: 6 (4 mm)  

Needle: 135x17 (DPx17)

Post Height: 7" (178 mm)

Stitch Type: 301

Ndl Gge: (702) Standard 1/16" (1.6 mm)  
               1/32" to 3/16" available .

DOUBLE NEEDLE

Speed, Max. (S.P.M.)*

Clearance Under Foot

Needle Bar Stroke

Stitch Length, Max.

Needle
Post Height

3000*

15/ " (6 mm)64

11- / " (32 mm)4

5 s.p.i. (5 mm)
  DP-F22 / 134S

  7" (178 mm)

Uses: For sewing light and medium weight materials such as 
raincoats, underwear, corsets, brassieres and similar products
Suitable for vamping, space stitching and tipping on shoes

High Speed, Post Type
Single Needle, Drop Feed
Lockstitch Machine
with Reverse, 
Vertical Axis Hook
Roller Presser Feet

* Speed depends on materials, thread and operation
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®Note: CentraLube , registered semi-automatic lubrication system.

Max. speed: 2,200 spm*
Max. stitch: 5 spi (5 mm)
Clrnc Un Ft: 11/32" (8.5mm)
Needle: DP x 17, 135 x 17
Ndl Ggs Availble: 3/16" – 1" 
                     (4.7-25.4 mm)

357R-1
High Speed, Post Type
Two Needle, Drop Feed
Lockstitch Machine
With
Vertical Axis Hooks
Roller Presser Foot
Reverse Feed
Safety Clutch
Offset Needles - 
Narrow Gauges Only

Speed, Max. 3000 spm *
Clearance Under Foot: 15/64" (6 mm)
Stitch Length, Max: 5 s.p.i. (5 mm)

Needle gauges available: 
with Roller Presser Foot: 3/64" – 3/32"
with Flat Presser Foot: 1/16" – 1/2"

358R - Lower & needle feed
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DOUBLE
NEEDLE

Double Needle
 Angular Stitch




